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SAB Satellite was founded in The Netherlands in 2001 and has since
grown to a very successful European company.

SAB has a wide range of products like satellite receivers, dishes, Inbs
and steel products.

All satellite receivers are under our own protected “SAB” brand with
a 2 year warranty. We are well known for our excellent technical
support. We provide support in Dutch, English, Turkish, German,
and Russian.

To answer our clients requirements efficiently we have a modern
factory based in Konya, Republic of Turkey of 12.000 m2

with a 7.000 m2 production area.

Our factory has modern machineries and robots for production of
different steel and aluminum products. We have our own electro
galvanizing facility which is full-automatic and environmentally
friendly.

There is capacity for production of more than 200.000 dishes per
month. Our dishes are zinc phosphated and have electrostatic powder
coating which offers superior protection.

imig

Quiality is our main priority. All production is (re)checked carefully by
a quality controller.

Satellite is our core business but production is not limited to this area.
We can produce steel and aluminium products for other branches
and markets as well.

SAB dishes are one of the best quality dishes in Europe. We produce
many type of dishes and wall brackets. Should a product not be in
our assortment, it would be possible to produce new products on
request. OEM and ODM designs are also possibilities.

Our factory has its own moulding-facility with every required
machineries and professional crew.

We have multiple distributors in more than 35 countries worldwide.
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1,5 GHz Dual core Cortex-A9 CPU
DDR SDRAM : 1GBytes

SPI flash : 2 MBytes, Nand flash : 8 GBytes

Built - in wifi

KODI

. SPECIFICATION

Main Processor

: Dual core Cortex-A9 CPU up to 1.5Ghz

1080P HD Satellite receiver, Flash Memory : SPI Flash:2Mbytes; Nand Flash :8Gbytes
el L o Type. DV SIOVES2
Android operating system, e :
A . nput Connector : F-type,Connector,Female
2 USB, Build-in WIFI, Input Voltage : DC12V/2A

2.4 Ghz G-Sensor RCU,
Google Play, Kodi (XBMC),

Support Dolby / DTS decoding,
perfect media player

Power Consumption
Remote

: MAX:20W, Standby:<0.5W
: 2.4G RF,support mouse and G-sensor

S/P DIF : Digital Audio or Dolby Digital Bit Stream Output
D!'NA’ Network : Lan: 100M
Airplayer. Wilan: IEEE802.11 b/g/n,up to 150Mbps high-speed
(Super’ D : Micro SD
aTom
2 ; Tube, O UsB : One USB 2.0 host and one USB OTG
HDMI : VER1.4,TypeA
Support a large number of IPTV Operation Temperature  : 0°C ~ +45°C
Make yourself more o o
comfortable to enjoy multimedia Storage Temperature 1 -10°C~+70°C




SAB Nova Android HD

1080P Satellite,

1 Card Reader,

Android operating system 4.4 Kit Kat,
4 USB, Build-in WIFI,

Built-in Bluetooth, Google Play,

Kodi (XBMC), DLNA,

Airplayer.

B viDEO

Video Decoding

Video File Format

Video Output

Aspect Ratio
Video resolution

: MPEG-4/H.264 AVC ASP@L5 up to 1080P@60fps
AVS Jizhun Profile up to 1080P@60fps
MPEG-2 MP@HL up to 1080P@60fps
MPEG-1 MP@HL up to 1080P@60fps
RealVideo 8/9/10 up to 1080P@60fps
WebM up to VGA
: Support *.mkv, *wmyv, *.mpg, *.mpeg, *.dat, *avi, *.mov,
*iso, *.mp4, *.rm, * jpg, *.bmp, *gif etc &
: CVBS(video format @ 576i or 480p)
HDMI 1.3(video format default @ Auto), Support HDCP
: 43 169
: 1080p/i 720p 576i 480p

Il INTERFACE
Left Panel : 3*USB,SD Slot
Right Panel : CASlot
Rear Panel : Tuner input, AV Out, Ethernet Port, HDMI, DC IN
Front Panel  : Stanby key, IR Receiver, 1XUSB
Top Cover Network LED indicator, DVB-S2 Signal LED indicator

B TUNER

Demodulator Mode : QPSK,8PSK
Frequency Range : 950~2150 MHz
RF Input Connector : F-Female

[l PVRFUNCTION

Record : Instant Record and Timer Record
EPG Timer Record
Timeshift : Support Timeshift on/off setting in Menu
PVR Operation : Play/Pause/Stop/Step
Fast Forward/Fast Backward 2/4/8/16/32
File System : Support NTFS, FAT32, EXT3, EXT4
PVR Manager : Delete File
| HARDWARE

Chipset : Amlogic 8726-MX-B Dual Core Cortex-A9 1.5GHz
RAM : DDR3 1G

Flash

Google play

dina

W AupIO

: eMMC Flash 4GB

AirPlay

Audio Decoding

: Dolby Digital/Digital Plus, WMA, WMA Pro,
WMV, MEPG, AAC, HE-AAC, OGG, OGA, FLAC,
ALAC, Ape, M4A, RM, MPEG-1 layer1/2,
MPEG-2 Layer Il

Audio mode : Mono/Stereo/Left/Right
Il POWER

DC Input Range : 12V 1.5A

Power Consumption : Maximum 18 W

[l ACCESSORIES

RCU
User s Manual :
AV Cable

HDMI Cable
DC Adaptor

: IRRC3 (38kHz)NEC (2.4G RCU optional)

English, Dutch

1
: Optional
1

. PHYSICAL FEATURES

Operating Temperature  : 0°C - 40!
Storage Temperature : -10°C-65°C
Size (WxDxH)in mm : 130x130x25

Weight

: 270gr



[l SYSTEM RESOURCES [l MPEG TS A/V DECODING

. . Main Processor : 450 M Hz based CPU Transport Stream : MPEG-2, H.264
SA B Un’x Tr’ple HD /e Flash Memory : Nor flash:8 MBX 1; Input Rate : Max.120 Mbit/s
Satelite Nand flash: 512 MB X 1 Aspect Radio . 4:3,16:9, Letter Box
DDRSDRAM  : DDR2 128 MB x 2 Video Decoding : MPEG-2, MP@ML, MPEG-4 part 10/H264

Video Resolutionp : 720*480P/I, 720*576P/|, 1280*720p
1920*1080i, 1920*1080p
Audio Decoding : MEPG-1 layer I/Il, Mpeg2 layer II,

[l POWER SUPPLY Dolby digital
Input Voltage : Free Voltage Audio Mode : Left/Right/ Stereo / Mono
(100~240V AC, 50/60Hz) Sampling Rate : 32,44.1 and 48 KHz

Power Consumption : 20W MAX

100-240V~  50/60Hz

o
i i o OGO
3/18) 3/18V
S00mANIAX | ‘S0omaNAx | AERIAL IN
wder

W ed Power Consumption
T Doy | Operation mode 20W

ETHERNET

L s Standby mode < 0. 5W
Dolby and the
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Dolby Laboratorie

CAUTION
RISK OF ELECTRIC SHOCK A
Designed for Europe A FELECTRCS

[l PHYSICAL SPECIFICATION [l TUNER/ FRONT-END (OPTIONAL)

Size[W*H*D] : 300 mm x 64 mm x 231 mm Tuner Type : DVB-S/DVB-S2

Net Weight 1 1.56 KG Input Connector : F-type, Connector, Female
. ion T 1 0°C ~ +45° : F-

Full HD 1080p Twin Operation Temperature 0°C ~ +45°C L?op Through F-type, Connector, Female

. N Storage Temperature 1 -10°C ~ +70°C Signal Level : -65to-25 dBm

Tuner Satellite receiver Storage Humidity : 5% ~ 95 % RH (Non-Condensing) LNB Power & Polarization : Vertical: +13V/+14V
Third tuner choice of DVB-C or DVB-T, Horizontal: +18V/+19V
Media Player, USB WIFI, Airplayer, Current: Max. 500mA

Overload Protection

2 Smartcard Reader, 2 recording 1 watching,

22KHz Tone : Frequency: 22+1KHz
: A/V & DATA INPUT/OUTPUT
Opera internet Browser, WEBTV (IPTV), u TV.SCART . Video CVBS/RGB output DiSEqC Control : Amplitude: 0.6£0.2V
HbbTV, Spark Portal (RTLX Gemist, Audio L/Routput  : RCA ANV Version 1.0, 1.1 1.2, USALS Available
Uitzendinggemist,..etc) Youtube, Video CVBS output  : Audio L/R output Demodulation : QPSK, 8PSK -
ShOUtCGSt, Picasa, RSS Reader, S/PDIF . Coaxial, Digital Audio or Dolby Input Symbol Rate : 2-45 Mbps, Convolution Code Rate

1/2,2/3,3/4,5/6,7/8,1/4,1/3, 2/5,

Digital Bit Stream Output
3/5,4/5,8/9,9/10 and Auto

Weather Forecast Fastscan, Multiscan,

Blindscan, Providerscan. Ro-232¢ ' ;ﬁ:f;_rsf;;;iz'(bps
RJ-45 : 10 M/100 M
USB : One USB 2.0 slot Compatible for Host
HDMI : VER1.2

Type A



B SYSTEM RESOURCES
Main Processor : 594MHz based CPU
Flash Memory  : 16 Mbyte

DDRSDRAM  : 256 Mbyte
o
SAB T’tan III HD Combo — B TUNER/FRONT-END Il POWER SUPPLY
Satellite Tuner Type : DVB-S / DVB-S2 Input Voltage : Free Voltage (100~240V AC, 50/60Hz)

Input Connector : F-type, Connector, Female Power Consumption  : 20W MAX
Signal Level 1 -65t0-25dBm MPEG TS A/V Decoding
LNB Power & Polarization : Vertical: +13V Horizontal: +18V Transport Stream : MPEG-2, H.264

Current: Max. 400mA Overload Protection Input Rate : Max.120Mbit/s
22KHz Tone : Frequency: 22+1KHz Aspect Radio : 4:3,16:9, Letter Box
DiSEqC Control : Amplitude: 0.6+0.2V Video Decoding : MPEG-2, MP@ML, MPEG-4 part 10/H264

: Version 1.0, 1.1 1.2, USALS Available, Unicable Video Resolution : 720*480P/I, 720%576P/1, 1280%720p,1920%1080i, 1920%1080P

Demodulation QPSK, 8PSK Audio Decoding : MEPG-1 layer I/Il, Mpeg2 layerll, Dolby digital
Input Symbol Rate : 1-45 Mbps, Convolution Code Rate Audio Mode : Left / Right / Stereo/ Mono

Sampling Rate : 32,44.1 and 48KHz

RS 232 100-240 V~ 50-60Hz
Power Consumption
Operati on mode 12W
O Stand by mode <0,5W
VIDEO OUT L
uu ] @@ () —
i S AT A
DVB-T2/DVB-C mA MAX OVEGTAY R DONOTOPEN

5001 HDMI ETHERNET

[l SOFTWARE GENERAL FEATURES (DVBS) [l A/V &DATA INPUT/ OUTPUT

Forward Error :DVB-S 1/2,2/3,3/45/6,7/8 AV OUT : Video CVBS output
Correction (FEC) DVB-S21/2,3/5,2/3,3/4 ,4/5,5/6,8/9,9/10 Audio L/R output
. Tuner Type :DVB-T2/T/C IR : 38Khz
Full HD 1080p sate”’tel Input Connector :I[EC-type, Connector, Female RS-232 : Transfer rate 115.2Kbps
DVB-T and DVB-C receiver, Frequency Range :47MHz~862MHz 9 pin D-sub Type
1 Card Reader, 1 Common Interface, Input Level :-82.0dBm and -20.0dBm LAN : 100M
2 USB, USB PVR, TimeShift, USB Wiﬁ, Active ANT Power :DC 5V at max 75 mA, Overload protection USB : Two USB 2.0 slot Compatible
o . Bandwidth :VHF/UHF: 6MHz, 7MHz, 8MHz HDMI : VER1.3 Type A
FastScan, MultiScan, BlindScan, bemodulation -COFDM
DVB'C Network ID Scan] YOUTUbeI Transmission mode(FFT) :1k, 2k, 4k, 8k normal and extended,
HDMI-CEC, 16k normal and extended, 32k normal and extended. [ | PHYSEA';SPEOF'CAT'ON
Weather forecast, Titan Online, Constellations :QPSK, 16-QAM, 64-QAM, 256-QAM Size[W*HD] : 220mm x169mm x46mm
. . Both rotated and non-rotated Net Weight 1 1.2KG
Streaming to Android phone or tablet. Guard intervals :1/4,19/256,1/8,19/128,1/16,1/32,1/128 Operation Temperature : 0°C~+45°C
Code rate :DVB-T: Viterbi + Reed Solomon 1/2, 2/3, 3/4, 5/6, 7/8. Storage Temperature  : -10°C~+70°C
DVB-T2: LPDC + BCH 1/2, 3/5, 2/3, 3/4, 5/6. Storage Humidity : 5%~95% RH (Non—Condensing)

Scattered Pilot Pattern  :PP1, PP2, PP3, PP4, PP5, PP6, PP7, PP8
DVB-T2 Input Profiles :Input Mode A-Signal PLP, input Mode B-Multiple PLPs(Common PLP,
Type 1 and 2 up to the maximum allowed figure 255)



. SYSTEM RESOURCES . A/V & DATA INPUT/OUTPUT

SA B T't FTASC — Main Processor : 594M Hz based CPU TV-SCART : Video CVBS/RGB output
’ an Flash Memory : Nor flash : 8MB X 1 Audio L/R output
Satelite DDR SDRAM - DDR3 128MB x 1 S/PDIF : Coaxial, Digital Audio or Dolby Digital
Bit Stream Output

RS-232C  : Transfer rate 115.2Kbps
9 pin D-sub Type

UsB : One USB 2.0 slot Compatible
. POWER SUPPLY HDMI : VER1.3
Input Voltage : Free Voltage Type A

(100~240V AC, 50/60Hz)
Power Consumption : 15W MAX

SAB Titan FTASC

CAUTION

Designed for Europe o) A
- ' . 100-240V~

50/60 Hz
Power Consumption:

Jax
Stand by <0.5W

LNB IN 13/18V
400mA MAX ETHERNET  S/PDIF POWER

. TUNER / FRONT - END (OPTIONAL) . PHYSICAL SPECIFICATION

Tuner Type : DVB-S/DVB-S2 Size[W*H*D] : 220 mm x 46 mm x 169 mm
Input Connector : F-type, Connector, Female Net Weight : 1.2KG

Loop Through : F-type, Connector, Female Operation Temperature  : 0°C ~ +45°C

Signal Level : -65t0-25 dBm Storage Temperature : -10°C ~ +70°C

LNB Power & Polarization : Vertical: +13V

Horlzontal: +18V Storage Humidity : 5% ~ 95 % RH (Non-Condensing)
: . orizontal: +
Full HD 1080p Satellite receiver, o . 500mA
1 Cardreader, Overload Protection
USB PVR (scrambled recording)’ 22.KHZ Tone : FreqL{ency: 22+1KHz
Ti Shift. USB Wifi t DiSEqC Control : Amplitude: 0.6+0.2V
ImeShIt, . ! ls.up port, Version 1.0, 1.1 1.2, USALS Available Bl MPEGS TS A/V DECODING
FastScan, MultiScan, BlindScan, Demodulation : QPSK, 8PSK Transport Stream  : MPEG-2, H.264
YouTube, RSS Reader, Input Symbol Rate : 2-45 Mbps, Convolution Code Rate Input Rate . Max.120Mbit/s
Media Pla er, 1/2,2/3,3/4,5/6,7/8,1/4,1/3, 2/5, Aspect Radio 1 4:3,16:9, Letter Box
yer, 3/5,4/5,8/9,9/10 and Auto Video Decoding  : MPEG-2, MP@ML, MPEG-4 part 10/H264
Weatherforecats’ Video Resolution  : 720%480P/I, 720*576P/I, 1280*720p,
Titan Online, WebTV, 1920%1080i, 1920*1080P
HDMI-CEC. Audio Decoding  : MEPG-1 layer I/Il, Mpeg2 layerll, Dolby digital

Audio Mode : Left/Right / Stereo/ Mono
Sampling Rate : 32,44.1 and 48 KHz



SAB Titan Micro SE f—

Satellite

Full HD 1080p Satellite receiver,
1 Cardreader,

USB PVR (scrambled recording),
TimeShift, USB Wifi support,

FastScan, MultiScan,

BlindScan, YouTube, RSS Reader,

Media Player,

Weatherforecats, Titan Online,

WebTV, HDMI-CEC.

12V support for camping use.

[l SYSTEM RESOURCES

B SYSTEM RESOURCES

Main Processor
Flash Memory
DDR SDRAM

Tuner/Front-end(Optional)

Tuner Type

Input Connector

Signal Level

LNB Power & Polarization

[l POWER SUPPLY

: 594M Hz based CPU 22KHz Tone
. 64 Mbits DiSEqC Control
: 1024 Mbits

Demodulation

: Frequency: 22+1KHz
: Amplitude: 0.6+0.2V

Version 1.0, 1.1 1.2, USALS Available, Unicable.

: QPSK, 8PSK

: DVB-S/DVB-S2 Input Symbol Rate : 1-45 Mbps, Convolution Code Rate
: F-type, Connector, Female Forward Error Correction (FEC) : DVB-S 1/2, 2/3,3/4,5/6,7/8,
1 -65t0-25dBm

: Vertical: +13V

Horizontal: +18V
Current: Max. 300mA
Overload Protection

Titan Micro SE

. A/V & DATA INPUT/ OUTPUT

DVB-S2 1/2, 3/5, 2/3, 3/4,4/5, 5/6, 8/9,9/10

Input Voltage
Power Consumption
MPEG TS A/V Decoding
Transport Stream
Input Rate

Aspect Ratio

Video Decoding
Video Resolution
Audio Decoding
Audio Mode
Sampling Rate

. PHYSICAL SPECIFICATION

: DC12V/2A
: 15W MAX

: MPEG-2, H.264

: Max.120Mbit/s

: 4:3,16:9, Letter Box

: MPEG-2, MP@ML, MPEG-4 part 10/H264

: 720*480P/1, 720*576P/I, 1280*720p,1920*1080i, 1920*1080P
: MEPG-1 layer I/Il, Mpeg2 layerll, Dolby digital

: Left /Right / Stereo/ Mono

: 32,44.1 and 48KHz

Size[W*H*D]

Net Weight

Operation Temperature
Storage Temperature
Storage Humidity

¢ 115mm x75mm x21Tmm

: 0.11KG

1 0°C~ +45°C

1 -10°C~ +70°C

: 5%~95% RH (Non-Condensing)

AV-OUT (3.5mm Earphone jack)

IR (3.5mm Earphone jack)
RS-232C (3.5mm Earphone jack)

usB
HDMI

Ethernet

: Video CVBS/RGB output

Audio L/R output

: 38Khz
: Transfer rate 115.2Kbps

9 pin D-sub Type

: One USB 2.0 slot Compatible
: VER1.3

Type A

: RJ45



[l MAIN FEATURES [l BACKPANEL (SCART)

STB Type : DVBS/S2 Receiver LNB IN 1 IEC 169-24, F-Type, Female
Main Chipset : ALI3511 LNB LOOP OUT : [EC 169-24, F-Type, Female
Mechanical : X CASE TV SCART : 21 PIN Female, CVBS, RGB, Audio L/R
SAB SKY 4900 HD FTASC Func/Interface : Single SCART(RCA),Dual USB2.0"HDMI,LAN,CA DIGITALAUDIO : S/PDIF Coaxial
Il SPECIAL FEATURES RS232 : 1 DB9 Female .
Y Heatsinking . No Ethernet : RJ4510/100M Ethernet interface
Encrypt : ASICType UsB P 2USB20
Satellite : .
TUNERType  : HALF NIM Tuner HDMI : 19 PIN Female HDMI 1.3b
SMPS Type : Separate SMPS

. BACK PANEL (RCA)

Il NoTIcE LNBIN . IEC 169-24, F-Type, Female

RoHS ¢ Need LNBLOOP OUT : IEC 169-24, F-Type, Female

Certification : CE Authentication by CCS RCA . 1 AUDIO LEFT"1 AUDIO RIGHT AND 1 CVBS with CHINCHs
[l FRONT PANEL DIGITAL AUDIO : S/PDIF Coaxial

IR : 38KHz RS232 : 1 DB9 Female

Key : Up, Down, Left, Right, OK, Menu, Exit, Standby Ethernet : RJ4510/100M Ethernet interface

Digital : 4 Digit/8 Segment Display(GREEN) usB 1 2*USB 2.0

HDMI - 19 PIN Female HDMI 1.3b

. REMOTE CONTROL

Remoter Type : RJ8 B PACKING
Battery Type  : 2x 1.5V AAA Type : Chipboard” 10 PCS per Box for X mantel

Outline Size : L320xW 255 x H 505 mm
[l MECHANICAL

- - Shipping Info : 4800 sets/20 container, 9900 sets/40 container
Mechanical Type : 5X plastic front panel and X mantel case
Dimension : W:22.0 cm x D:15.5 cm x H:4.0 cm . ACCESSORIES
Net Weight . 1.5kg Battery 1 2x 1.5VAAA
User manual : Color cover/black white Print Manual

175V - 250V -
50 Hz / 60 Hz
LNB IN 13/18V Max.30 W
SKY 4900 FTASC HD 400mA MAX
v

FIMITION DIGITAL SATELLITE REC 'ER RS 232
LNB OUT

CAUTION
A RISKOF ELECTRICSHOCK A
DO NOT OPEN

. SOFTWARE GENERAL FEATURES (DVBS/S2) . MAIN CHIP SETS . VIDEO DECODE
MPEG : MPEG2 SD, MPEG2 HD, H.264/AVC SD, H.264/AVC HD,MP4 CPU frequency : 554MHz Video Decode : MPEGT ISO/IEC 11172-2,MPEG2 ISO/IEC 13818-2 MP@ML,
CAType : Embedded Conax ) ! Flash Memory : 1PC 64Mbit/8Mbyte SPI FLASH H.264(MPEG4 part 10) main and high profile level 4.1/MPEG-2 MP@HL
giij%’?ggc ; iﬁfgg;ﬁcﬂiﬁNﬁcgz’jfigg: C/Kuband satellite SDRAM Memory: 1PC 64MX16bit/128Mbyte DDR3 Aspect Ratio : 43016:9
. . A Video Resolution 1 1920x1080,1280x720,720x480,720x576
Fu” HD 1080p Sate"’te receiver, Channels Number : 5000 channels TV and Radio programmable
. o Favorites : 32 different favorite groups selection . DVBS TUNER . AUDIO DECODE
1 Cardr-'e.ader, 2 USB, TimeShift, 0D Language  : Multi-language OSD (English, French, German, Italian, Spanish, Tuner Type . EARDATEK EDS-10830FFOVG Audio Decode - MPEG-1 layerl/ll PCM downmix IEC958 SPDIF
USB Wifi support, FastScan, e Eolrltuguese, Rusge:jn, TuErIklsh, Ar_abpl'c, POHShét% 0 Frequency Range . 050 ~ 2150 MHz Dolby 5.1 channel Dolby downmix 2 channel Dolby Prologic2
. . : Fully support to 7 days Electronic Program Guide: .
MultiScan, BlindScan, YouTube, PIG  Picture in Graphics(PIG) support. NPt impecance = 750 ::;.ni.:/‘ °§:Z eney ;ijéfﬁj:ﬁf ﬁ;,ﬁ,ﬂom
RSS Reader Med’.a Player Color OSD : 16-bit color On Screen Display LNB Power and Polarization : Vertical 13VDC; Horizontal 18VDC @ 400mA (max) pling Freq y R g
% / NetSearch : Automatic network search for newly added transponders 22KHz+0.4KHz(0.8V+0.2V)tone, Overload Protection
Weatherforecats, DISEqC - DISEQC 1.2 fully support, 13/18V, 0/22K, LNB control Input Level Range : 65 dBm ~-25 dBm | A\QOUTPUJ - G o
Channel Edit : Various channel editing functions(favorite, moving, locking, renaming, deleting and sorting) - . < Video Bandwidtl : SD:5.0MHz(-3dB),HD:30MHz(-3dB
WebTVl HDMI-CEC. Parental Ctrl : Parental control for channels Loop-Through + Signalloop through Video Impedance 1750
Easy Menu : Ease to use Menu System . DVBS CHANNEL DECODER Video Voltage Level : 1.0 Vp-p
SoftUpgrade : Software upgrades through R5232 port and Support USB upgrade DVBS Demod standard : DVB-S,DVB-S2 Audio Freq. Range . 20 ~20 KHz
Timer : 8 Timer Reservations, automatically switch to a specific channel DVBS Demodulation  : QPSK, 8PSK,16APSK,32APSK Audio Impedance . 6000
Subtitle : Subtitle support DVB EN300743 and EBU DVBS Symbol Rate : 2 ~90 MSPS (Code Rate 1/2) Audio Vol Level oV Vi
Teletext : Teletext support DVB ETS300472 by VBl and OSD DVBS Code Rate - 1/2,2/3,3/4,5/6,7/8 for DVBS QPSK, udio Voltage Level : 2V rms (5.6Vp-p)
Save Channel : Automatic save for last channel 1/4,1/3,2/51 /2,3/5,2/3,3/4,4/5,5/6,8/9,':9/1 0 for B ENVIRONMENT
Sort Channel : Channel list can be sorted by alphabetic A-Z,Scramble,Favorite,Lock,Sat DVBS2 QPSK, 3/5,2/3,3/4,5/6,8/9,9/10 for DVBS2 8PSK,
MutiPicture : Dual display - HD and SD sif);\ullt:)aneous 2/3,3/4,4/5,5/6,8/9,9/10 for DVBS2 16APSK, Input Volta.ge £ AC175 ~250V 50Hz/60Hz
USB Disk - Supprot FAT16/FAT32/FAT12 3/4,4/5,5/6,8/9,9/10 for DVBS2 32APSK, Consumption : Max 25W
Fold browser : Only list JPEG/BMP files . TS DEMUX Temperature : 0°C~40°C
HDMI Interface : 480i/p, 576i/p, 720p, 1080i and 1080p with HDCP copy protection Demultiplexer - MPEG2 ISO/IEC 13818-1 Humidity 1 <95 %
Game : Games (Tetris, Othello, Sudoku.) Input Bit Rate © Max 100Mbit/s

Record : 1 recording, then still can timeshift



SAB SKY 4740 HD FTA

STANDBY

Full HD (1080P) Satellite receiver,
Multisearch,

Blindscan,

USB PVR,

USB Wifi,

HDMI-CEC,

TimeShift,

Dolby+ Support.

[l SOFTWARE FEATURES

o

Satellite

SAB

SKYa4740FTAHD

HIGH DEFINITION DIGITAL SATELLITE RECEIVER BE

MPEG
SCPC/MCPC
PAN/NTSC
Channels Number :
Favorites

OSD Language

EPG

PIG

Color OSD
NetSearch
DiSEqC
Channel Edit
Parental Ctrl
Easy Menu
SoftUpgrade
Timer
Subtitle
Teletext
Save Channel
Sort Channel
MutiPicture
USB Disk
Fold browser
HDMI Interface
Game
Record

: MPEG2 SD, MPEG2 HD, H.264/AVC SD, H.264/AVC HD,MP4
: SCPC and MCPC receivable from C/Ku band satellite
: Automatic PAL/NTSC conversion

5000 channels TV and Radio programmable

: 32 different favorite groups selection
: Multi-language OSD (English, French, German, Italian, Spanish,

Portuguese, Russian, Turkish, Arabic, Polish etc)

: Fully support to 7 days Electronic Program Guide(EPG)

: Picture in Graphics(PIG) support

: 8-bit color On Screen Display

: Automatic network search for newly added transponders

: DiSEqC 1.2 fully support, 13/18V, 0/22K, LNB control

: Various channel editing functions(favorite, moving, locking, renaming, deleting and sorting)
: Parental control for channels

: Ease to use Menu System

: Software upgrades through RS232 port and Support USB upgrade

: 8 Timer Reservations, automatically switch to a specific channel

: Subtitle support DVB EN300743 and EBU

: Teletext support DVB ETS300472 by VBl and OSD

: Automatic save for last channel

: Channel list can be sorted by alphabetic A-Z,Scramble,Favorite,Lock,Sat
: Dual display HD and SD simultaneous

: Supprot FAT16/FAT32/FAT12

: Only list JPEG/BMP files

: 480i/p, 576i/p, 720p, 1080i and 1080p with HDCP copy protection

. Games (Tetris, Othello, Sudoku.)

: 1 stream recording or 1 stream timeshift

. GENERAL

Produce Type Number : SAB SKY 4780

STB Type : DVBS/S2 Receiver

Main Chipset : ALI3510E

Mechanical : ECASE

Func/Interface : Single SCART(RCA Optional),Dual USB2.0 HDMI,CA

Heatsinking : Need

Encrypt : ASIC Type

TUNER Type : ON BOARD

SMPS Type : Separate SMPS

RoHS : Need

Certification : CE Authentication by CCS
[l MECHANICAL

Mechanical Type : 25A plastic front panel and E mantel case
Dimension : W:26.0cm D:15.2cm H:4.5cm
Net Weight : 1.5kg

. BACK PANEL (SCART)

[l FRONT PANEL

LNB IN : IEC 169-24, F-Type, Female IR : 38KHz

TV SCART : 21 PIN Female, CVBS, Key : Up, Down, Standby
RGB, Audio L/R Digital : 4 Digit/8 Segment

DIGITAL AUDIO : S/PDIF Coaxial Display (GREEN)

RS232 : 1 DB9 Female LED : 2LED (Red:standby,

USB :USB 2.0 Greed: Lock)

HDMI : 19 PIN Female HDMI 1.3b

Power : BACK SWITCH POWER

Il PACKING

Type : Chipboard 10 PCS per Box for E mantel

Outline Size : L390xW 295 xH 527 mm

Shipping Info  : 4400 sets/20 container, 9200 sets/40 container,10760 sets/40HQ

[ ACCESSORIES

Battery
User manual

: 2x1.5VAAA
: Color cover / black white Print Manual

N
A RISK OF IC SHOCK A
DONOT OPEN

175V - 250V -
50 Hz / 60 Hz
Max.30 W

CE XN &

[l MAIN CHIP SETS
CPU frequency : 594MHz
Flash Memory 32 Mbit/4Mbyte SPI FLASH
SDRAM Memory : 32 MX16bit/64Mbyte DDR2
[l DVBS TUNER
Tuner Type : ON BOARD
Frequency Range 1 950 ~ 2150 MHz
Input Impedance : 750
LNB Power and Polarization : Vertical 13VDC; Horizontal 18VDC @ 400mA (max)
22KHz + 0.4KHz (0.8V+0.2V) tone, Overload Protection
Input Level Range : -65dBm ~ -25dBm
. DVBS CHANNEL DECODER

DVBS Channel Decoder: DVB-S,DVB-S2

DVBS2 Demodulation : QPSK, 8PSK,16APSK, 32APSK

DVBS2 Symbol Rate  : 2 ~ 9OMSPS (Code Rate 1/2)

DVBS Code Rate 1 1/2,2/3,3/4,5/6,7/8 for DVBS QPSK,
1/4,1/3,2/5,1/2, 3/5, 2/3, 3/4 /4/5, 5/6, 8/9, 9/10 for DVBS2 QPSK,
3/5,2/3,3/4,5/6,8/9,9/10 for DVBS2 8PSK,
2/3,3/4,4/5,5/6,8/9,9/10 for DVBS2 16APSK,
3/4,4/5,5/6,8/9,9/10 for DVBS2 32APSK

Il s DEMUX

TS Demux
Input Bit Rate

[l VIDEO DECODE

: MPEG2 ISO/IEC 13818-1
: Max 100 Mbit/s

Video Decode

Aspect Ratio
Video Resolution

B AUDIO DECODE

: MPEGT1 ISO/IEC 11172-2,MPEG2 ISO/IEC 13818-2 MP@ML,
H.264(MPEG4 part 10) main and high profile level 4.1/MPEG-2 MP@HL

1 4:3016:9

: 1920x1080, 1280x720, 720x480, 720x576

Audio Decode

MPEG-1 layerl/Il, PCM downmix, IEC958 SPDIF
Dolby 5.1 channel, Dolby downmix 2 channel, Dolby Prologic2

Sound Mode LEFT / RIGHT / STEREO / MONO
Sampling Frequency : 32KHz044.1KHz048KHz

B AvouTPUT
AV Output : SD:5.0 MHz (-3dB), HD:30 MHz (-3dB)

Video Impedance

1750

Video Voltage Level : 1.0 Vp-p

Audio Freq. Range : 20 ~ 20KHz
Audio Impedance : 600 ©

Audio Voltage Level : 2V rms (5.6Vp-p)

[l ENVIRONMENT

Environment
Consumption
Temperature
Humidity

: AC 175 ~ 250V 50Hz/60Hz
: Max 25W

: 0~40°C

1 <95%



[l GENERAL B BACK PANEL (SCART) I FRONT PANEL

STB Type : DVBS/S2 Receiver LNB IN : IEC 169-24, F-Type, Female IR : 38KHz
Main Chipset . ALI3510E TV SCART : 21 PIN Female, CVBS, Key : Up, Down, Standby
Mechanical : ECASE RGB, Audio L/R Digital : 4 Digit/8 Segment
Func/Interface  : Single SCART (RCA Optional), Dual USB2.0, HDMI,CA DIGITAL AUDIO : S/PDIF Coaxial Display (GREEN)
SAB SKY 4780 HD FTA d Heatsinking : Need RS232 : 1 DB9 Female LED : 2LED (Red:standby,
Encrypt : ASIC Type usB :USB 2.0 Greed: Lock)
Sorelire TUNERType  : ONBOARD HDMI - 19 PIN Female HDMI 1.3b

SMPS Type : Separate SMPS Power : BACK SWITCH POWER
RoHS : Need
Certification : CE Authentication by CCS . PACKING

Type : Chipboard 10 PCS per Box for E mantel

Outline Size @ L390xW 295xH 527 mm

Shipping Info  : 4400 sets/20 container, 9200 sets/40 container,10760 sets/40HQ

| MECHANICAL

Mechanical Type : 25A plastic front panel and E mantel case [ ACCESSORIES

Dimension : W:26.0cm D:15.2cm H:4.5cm Battery : 2x1.5VAAA

Net Weight : 1.5kg Usermanual  : Color cover/black white Print Manual

SKY 478B0FTAHD ) \O/

175V - 250V -
RISK OF ELECTRIC SHOCK
d Pk A A @ Fies

CERNE
HIGH DEFINITION M

STANDBY CH- DIGITAL SATELLITE RECEIVER

. SOFTWARE FEATURES . TS DEMUX

MPEG : MPEG2 SD, MPEG2 HD, H.264/AVC SD, H.264/AVC HD,MP4 . MAIN CHIP SETS TS Demux : MPEG2 ISO/IEC 13818-1

SCPC/MCPC : SCPC and MCPC receivable from C/Ku band satellite CPU frequency : 594MHz Input Bit Rate  : Max 100 Mbit/s

PAN/NTSC : Automatic PAL/NTSC conversion Flash Memory  : 32 Mbit/4Mbyte SPI FLASH

Channels Number : 5000 channels TV and Radio programmable SDRAM Memory : 32 MX16bit/64Mbyte DDR2 . VIDEO DECODE

Favorites : 32 different favorite groups selection Video Decode  : MPEGT1 ISO/IEC 11172-2,MPEG2 ISO/IEC 13818-2 MP@ML,

. . 0OSD Language  : Multi-language OSD (English, French, German, Italian, Spanish, H.264(MPEG4 part 10) main and high profile level 4.1/MPEG-2 MP@HL

Fu” HD (1080P) sate”’te receiver, Portuguese, Russian, Turkish, Arabic, Polish etc) [l DVBS TUNER Afpect Ratio i : 430169
Multisearch’ EPG : Fully support to 7 days Electronic Program Guide(EPG) Tuner Type : ON BOARD Video Resolution : 1920x1080, 1280x720, 720x480, 720x576
Blindscan, PIG Pict'ure in Graphics (PIG') support Frequency Range 950 ~ 2150 MHz Bl AUDIO DECODE

Color OSD : 8-bit color On Screen Display Input Impedance 1 750 Audio Decode - MPEG-1 layer!/ll, PCM downmix, IEC958 SPDIF
USB PVR, NetSearch : Automatic network search for newly added transponders LNB Power and Polarization : Vertical 13VDC; Horizontal 18VDC @ 400mA (max) Dolb . .

X | X olby 5.1 channel, Dolby downmix 2 channel, Dolby Prologic2

USB Wiﬁ, DiSEqC . : D|SFqC 1.2 fully sup?p'ort, 13/1?V, 0/22K,.LNB corftrol ' ' ' ! 22KHz + 0.4KHz (0.8V+0.2V) tone, Overload Protection Sound Mode . LEFT/RIGHT / STEREO / MONO

Channel Edit : Various channel editing functions(favorite, moving, locking, renaming, deleting and sorting) Input Level Range : -65dBm ~ -25dBm Sampling Frequency : 32KHz044. 1KHZ048KHz
HDMI-CEC, Parental Ctrl : Parental control for channels
TimeShift, Easy Menu : Ease to use Menu System B AvouTPUT

SoftUpgrade : Software upgrades through RS232 port and Support USB upgrade AV Output : SD:5.0 MHz (-3dB), HD:30 MHz (-3dB)
DOIby+ Support. Timer : 8 Timer Reservations, automatically switch to a specific channel Il DVBS CHANNEL DECODER Video Impedance  : 750

Subtitle . Subtitle support DVB EN300743 and EBU DVBS Channel Decoder: DVB-5,DVB-52 Video Voltage Level : 1.0 Vp-p

Teletext : Teletext support DVB ETS300472 by VBI and OSD DVBS2 Demodulation : QPSK, 8PSK,16APSK, 32APSK Audio Freq.Range : 20 ~ 20KHz

Save Channel : Automatic save for last channel DVBS2 Symbol Rate  : 2~ 90MSPS (Code Rate 1/2) Audio Impedance : 600 ©

Sort Channel : Channel list can be sorted by alphabetic A-Z,Scramble,Favorite,Lock,Sat DVBS Code Rate ©1/2,2/3,3/4,5/6,7/8 for DVBS QPSK, Audio Voltage Level : 2V rms (5.6Vp-p)

MutiPicture : Dual display HD and SD simultaneous 1/4,1/3,2/5,1/2, 3/5, 2/3, 3/4 /4/5, 5/6, 8/9, 9/10 for DVBS2 QPSK, ENVIRONVIENT

USB Disk . Supprot FAT16/FAT32/FAT12 3/5,2/3,3/4, 5/6,8/9,9/10 for DVBS2 8PSK, [ | IRO _

Foldbrowser : Only list JPEG/BMP files 2/3,3/4,4/5,5/6,8/9, 9/10 for DVBS2 16APSK, E”V"O"mf_"t : :\‘AC 1;;;/250V 50Hz/60Hz

HDMI Interface  : 480i/p, 576i{p, 720p, 1080i and 1080p with HDCP copy protection 3/4,4/5,5/6,8/9,9/10 for DVBS2 32APSK T:rr::er?;lren o ix40 oc

Game . Games (Tetris, Othello, Sudoku.) Humidity . <05 %

Record : 1stream recording or 1 stream timeshift



SAB Nova 3600 FTASC

Smartcard reader,
Multisearch,
Blindscan, FastScan,

USB PVR,

USB Wifi, TimeShift,

Dolby+ Support,

YouTube, Media Player,

WebTV. DC 12 Volt input for camping use.

Full HD (1080P) Satellite receiver,

B TUNER Il FRONT PANEL

Demodulator Mode : QPSK, 8PSK, 16APSK Front Panel : RS232

Frequency Range : 950~2150MHz AV out . Used to connect any external any external video and audio.

RF Input Connector : F-Female USB port : USB 2.0 Port for Multimedia Player, and Software Upgrade/Backup
[l POWER [ REARPANEL

DC Input Range : 12V 1.5A Input : Receives the Signal from Satellite Antenna

Power Consumption : Max.20W AV out : Used to connect any external any external video and audio.

HDMI Connector : High-Definition Multimedia Interface V1.3

B viDEO
Video Decoding : ISO/IEC 11172-2 MPEG1,ISO/IEC 13818-2 MPEG2 MP@HL,
ISO/IEC 14496 MPEG4 compliant Support SP@L3 to ASP@L5,
ISO/IEC 14496-10 AVC high profile@level 4.1 main profile@level 4.1
Video Output . CVBS(video format @ 576i or 480i)
HDMI 1.3(video format default @ Auto), support HDCP
Video Resolution : 1080p/i 720p/i 576p/i 480p/i

Aspect Ratio : 43169

B AupiO [ ACCESSORIES
Audio Decoding : MPEGI layer1/2, MPEGII Layer II, RCU
Audio mode . Mono/Stereo/Left/Right Batteries
Subtitle . DVB Subtitle and Teletext Subtitle User Manual
Teletext : EBU Teletext AV Cable

IR Extender Cable :

. PHYSICAL SPECIFICATIONS
Operation Temperature : 0°C~ +40°C
Storage Temperature 1 -10°C~ +65°C

: IRRC3/ Other on Request (38kHz)NEC
: 2xAAAType

: English, Dutch, German

1

1



B TUNER Il FRONT PANEL
Demodulator Mode : QPSK, 8PSK, 16APSK FrontPanel : RS232

Frequency Range : 950~2150MHz AV out . Used to connect any external any external video and audio.
SA B NO Va 33 00 FTA RF Input Connector : F-Female USB port : USB 2.0 Port for Multimedia Player, and Software Upgrade/Backup

Il POWER [ REARPANEL
DC Input Range : 12V 1.5A Input : Receives the Signal from Satellite Antenna
Power Consumption : Max.20W AV out : Used to connect any external any external video and audio.

HDMI Connector : High-Definition Multimedia Interface V1.3

B viDEO
Video Decoding : ISO/IEC 11172-2 MPEG1,ISO/IEC 13818-2 MPEG2 MP@HL,
ISO/IEC 14496 MPEG4 compliant Support SP@L3 to ASP@L5,
ISO/IEC 14496-10 AVC high profile@level 4.1 main profile@level 4.1
Video Output . CVBS(video format @ 576i or 480i)
HDMI 1.3(video format default @ Auto), support HDCP
Video Resolution : 1080p/i 720p/i 576p/i 480p/i

Full HD (1080P) Satellite receiver, AspectRatio  : 43169

Multisearch, Blindscan,
USB PVR, USB Wifi, B Aubio B ACCESSORIES
TimeShift, Dolby+ Support, Audio Decoding : MPEGI layer1/2, MPEGII Layer II, RCU : IRRC3/ Other on Request (38kHz)NEC
YouTube, Media P[ayer, Audio mode : Mono/Stereo/Left/Right Batteries : 2xAAAType
WebTV. Subtitle . DVB Subtitle and Teletext Subtitle User Manual : English, Dutch, German

Teletext . EBU Teletext AV Cable 1

DC 12 Volt input for camping use. IR Extender Cable: 1

. PHYSICAL SPECIFICATIONS
Operation Temperature : 0°C~ +40°C
Storage Temperature 1 -10°C~ +65°C




SAB Mini Wireless Keyboard

World's most mini wireless keyboard mouse presenter
combo

Specific multi media remote control and touchpad
presenter function handled keyboard

This product is compatible with a lot of satellite
receivers and televisions.

B Specifications

Backlight function with a handled keypad

2.4G wireless receiver integrated design
Touchpad 90-degree flip the world's first feature
Innovative design of the Navigation keys
Windows Multimedia Control

Built-in recharchable lithium-ion battery
Iphone-style craft classic style

Laser pointer with remote control

With a real notebook Touchpad

Real QWERT full-function mini keyboard

SAB Mini USB Wifi

Ralink RT5370 Chip

Add 802.11N Wireless Conectivity to Your Receiver
or PC!

Protect Your Network with WPA and 802.1x Security
Quick Setup with the Convenience of USB

Connect to 802.11b/g/n Wireless Networks and
Hotspots

This product is compatible with SAB Unix, SAB Titan
satellite receivers.

B Specifications

Easy Operation and Set-Up

High Speed USB2.0 Connection

2.4 GHz Frequency Range (2.415~2.484 GHz)

Fully Compatible with the iEEE802.11b/g/n standards
Dynamic Data rate up to 150 Mbps

64/128-bit WEP, WPA, WPA2 Encryption & Authentication
Transmitter Output Power: 14 dBm +/- 2 dBm

Max range: 100 m

Windows 2000/ XP / Vista / 7, Mac OS & Linux supported
Driver : Win2K/XP: 3.2.4.0, Windows Vista: 3.2.4.0, Win7: 3.2.4.0

GD-41E
e 4X1 DIiSEQC Switch

Insertion Loss: 3dB |;;;_.q£w]i CE

Power Passing:500maA Max RoHS
DiSEqC

LNBY LNB2 Racaivar LNB3 LNB4
- - v 'y s

SAB 4/1 DISEqC Switch

Zinc die-cast housing, nickel-plated

Excellent quality component, professional circuit design and low loss.
Excellent quality chip , professional program design and compatible with
more types of satellite receiver

Can work normally outdoors under unsheltered circumstance, exquisite
plastic case shell attached

DiSEqC 1.0, supports bi-directional DiSEqC full control functions.

Select one of two satellite signals through DiSEqC commands supplied from
satellite receiver

Utilize one coaxial cable to transmit control instruction and satellite signal
simultaneously

Support DiSEqC standby command,

B Specifications

Frequency Range 950-2400 MHz
Normal Working Voltage 12-20V
Insertion Loss 3dB

DC Power Consumption 10 mA
Isolation 20dB

DC Max Power Passing 500 mA
Return Loss 8dB
Impedance(all ports) 75Q
Switching Signal DiSEqC 1.002.0
Connectors F type female

SAB 10/1 DiSEqC Switch

Zinc die-cast housing, nickel-plated
Excellent quality component , professional circuit design

and low loss

Excellent quality chip , professional program design and
compatible with more types of satellite receiver

DiSEqC 1.001.101.202.002.102.2,etc individual and
combined control functions; support secondary
programming, more powerful functions

Ten satellite signals switched through DiSEqQC commands
supplied from satellite receiver

Utilize one coaxial cable to transmit control instruction
and satellite signal simultaneously.

B Specifications

Frequency Range
Normal Working Voltage
Insertion Loss

DC Power Consumption
Isolation

DC Max Power Passing
Return Loss

Overload Protection Current
Operating Temperature
Impedance(all ports)
Switching Signal
Connectors

950-2150 MHz
12-20V

3dB

10 mA

20dB

500 mA

8dB

600 mA
-40°C ~85°C
75Q

DiSEqC

F type female



Satfinder5 HD Slim bipe 2? v ] SAB X-FINDER HD

Satellite, Terrestrial Cable Signal Measurement, Full HD
Portable receiver, 1 Card Reader, 1 Common Interface,
Satellite Spectrum, RCA In & Output for External Video
i _ . Sources, C/N, BER, MER, HDMI output, Ethernet, Unicable,
PONER X : Blindscan, FastScan, USB PVR, DiSEqC 1.0, 1.1, 1.2 & USALS
S SATFINDER G ] support, 5.5Ah Battery'with Life Up to 7 Hours , Remote
Control & Car Charger included

SYSTEM RESOURCES

. Main Processor : 400MHz
Flash Memor : 8MB (64Mbits)
DDR SDRAM : 128MB (1024Mbits)
Internal Storage : 2GB (FAT16)

POWER SUPPLY

Input Voltage : 14.5V DC (4A)

Batter : 11.1V (5.5Ah)
. Battery Charging Time : ~3.5Hours
. Battery Discharging Time : ~6-7 Hours

B Specifications B SATELLITE TUNER Il A/V&DATAINPUT / OUTPUT
Tuner Type . DVB-S/S2 A/VIn/Out : CVBS Video Input/ Output, Audio L/R Input / Output

DVB-S and DVB-S2 Measurement,
- Dvb-s & Dvb-s2 Measurment

FTA HD & SD Video Monitoring, -Qpsk / 8 psk Measurment Input Connector : F-Type (Female) HDMI : Verl3 (TYPe A)
Multi-Level Signal Control for 2 Satellites, - Excellent Measurement Accuracy Loop Through : F-Type (Female) 322 ::/te HTUAS éH(fh Sep;)ed USB2.0) slot
Real-Time Spectrum - Monitoring Fta Hd & Sd Tv Frequency Range : 950MHz ~ 2150MHz yp
P ’ - Professional Real-time Spectrum Signal Level : -65to0-25dBm Ethernet  : RJ45 (10/100M)
20 New Functions, - Multi Level Control 4tp/8tp LNB Power & Polarizations : Vertical: +t13V/+13.5V, Horizontal: +18V / +18.5V RS-232C  : 3.5mm Jack Type (Transfer Rate: 115.2Kbps)
Diseq-C 1.0/1.1/1.2 Motor, - Cross Polarisation Measurement Current : 300mA, Overload Protection
. - Package Search 22KHz Tone : Frequency: 22+1 KHz [l PHYSICAL SPECIFICATIONS
Unicable & USALS, - Constellation Screen DiSEqC Control : Version 1.0, 1.1, 1.2, USALS (Amplitude: 0.6+0.2V) LED Display ¢ 7inch
8000 Channel Capacity, - Diseqc Port Scan Demodulation : QPSK, 8PSK Size (WxHXxD) : 242mm x 160mm x 46mm
3 Hour Lit-Pon Battery Time, . B?r, Per, C/n, Offset Measurement Input Symbol Rate : 2-45Mbps, Convolution Code Rate Net We.ight 1 <2Kg
- Diseqc 1.0- 1.1 - 1.2 Motor FEC 2 1/2,2/3,3/4,5/6,7/8,1/4,1/3, 2/5, Operation Temperature  : 0°C ~ 45°C
Excellent MeasurementAccuraCYI - Unicable & Usals 3/5, 4/5, 8/9, 9/10 and Auto Storage Temperature 1 -10°C ~ 70°C
USB Memory Software Updqte, - 10-Languages Support Storage Humidity : 5% ~ 95% RH (Non-Condensing)
- Large Fonts Special Menu
- St Tuner Chipset [ MPEG TS A/V DECODING [l CABLE TUNER
-3.5" High-resolution Lcd-tft Transport Stream : MPEG-2, H.264 Tuner type : DVB-C
- 13v, 18v, 21v/ 600 Ma Input Rate : Max. 120Mbit/s Input Connector : IEC-Type (Female)
- 32 Different Lnb Type Aspect Ratio : 43,169 Loop Through . IEC-Type (Male)
- Usb Memory Software Upgrade Video Decoding  : MPEG-2, MP@ML, MPEG-4 Part 10 / H.264 Frequency Range 1 47 ~ 862 MHz
- 8000 Channel Capacity Video Resolution : 720x480p/i, 720x576p/i, 1280x720p, 1920x1080p/i Signal Level : -20dBmV ~ +20dBmV
- External Video And Audio Input Audio Decoding  : MPEG-1 layer I/Il, MPEG2 layer Il Bandwidth : 7/8MHz
- Lit-poly Battery Time 3 Hours Dolby Digital, Dolby Digital Plus Demodulation : 64/128/256 QAM
- Winxp/7/8 32-64 Bit Support Audio Mode : Left/Right / Stereo / Mono Input Symbol Rate  : 1.5~7 Ms/s

Sampling Rate : 32,44.1 and 48KHz



Multiswitch System
With 2 Satellites

1 Local Antenna

1 Camera

Diagram of distribution
for 112 apartments

_ SATA SATB
TURKSAT 42° HOTBIRD 13°

16V DC 1500 mA

16V DC 1500 mA

Multiswitch System
With 4 Satellites

1 Local Antenna

1 Camera

for 96 apartments

Diagram of distribution [gf;’ —
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)
Satellite

Sab Trading BV

Hongkongstraat 61 -
3047 BR Rotterdam

The Netherlands

Tel:+31 10 415 2010 -
Fax:+31 10 415 7088
www.sabsatellite.nl
info@sabsatellite.nl

Sab Elektronik Mak.Day.Tuk.Mall.San.Tic.AS
Konya 0.S.B. T.Ziyaeddin Cd.

8.Sk. No:3 Selcuklu / Konya / Turkiye

Tel: +90 332 239 2223

Fax: +90 332 239 2226

www.sab.com.tr

info@sab.com.tr
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